Joint Size |'C" at 50°F |'D" at 50°F
2" 2” 15 Min,
25" 25" 1% Min.
4" 37 25" Min.

@ Install continuous seal in roadway, parapet, curb,

INSTALLATION NOTES

and sidewalk.

(®  Install anchor blocks as indicated.

Note A:
Maximum spacing of anchor bolts shall be 12
cenfers.

SKEW LIMITATIONS

Front face of

/ parapet or sidewalk

The details of the anchor blocks and the elastomeric
membrane in the parapetf, as shown, are for up to 50° skews.
For skews greater than 50°, the anchor blocks and the
elastomeric membrane, installed according ta dimension "D",
might require modifications to insure a minimum clearance
of 15 from centerline of anchor studs to edge of parapet

opening.

anchor studs spaced at t12” cts.

Threaded Anchor
Studs with Washers

67 "

T

Rdwy.

-/ surf.

Cast in place

AT CURB

| Std. Anchor Bolfs __

The anchor blocks and the- elastomeric membrane
shall also be Installed to the top of the parapet with the

()

For dimension "F"
see sheet #

FORMING BLOCKOUT

SKETCH

Note
Note

and
1

AT PARAPET

Threaded anchor
studs with washers

L Std._anchor boits .
Cast in place

/Sfee/ relnforced elastomeric anchor b/ocks/7—’4” Min. steel plate

ENNANVIINS

D
—
b

F/""' typ.
1

b 7 Max., typ.

“ Min. fabric reinforced elastomeric membrane

or 4" Min. non-reinforced elastomeric membrane.

5_sr Y
* Anchor Bolts (%" ¢ x 6% Min.) —— Roadway surface

CROSS SECTION

Z Note A and
Note

AT SIDEWALK OR MEDIAN

Sidewalk Surface

For skews greater than 50°

S

\or Median Surface

Threaded Anchor

Studs with Washers

Cast in

Std._Anchor Bolts _ _

place

GENERAL NOTES

Continuous Seal Neoprene Expansion Joint shall consist of molded
anchor blocks of elastomer and steel, field assembled over confinuous
lengths of elasfomeric membrane.

The elastomeric membrane shall be premolded with a single or a
double upward convolution that will have a “memory’ fo refurn to its
molded position upon joint closure.

The convolution length shall be such that the extended length will
not be greater than the manufactured length when the joint is fully

L | \‘é expanded in its design range and will not protfrude above the anchor
AN * <o blocks when the joint is fully compressed.
The parapet and roadway membrane shall be made continuous by
I—As Reqd. an approved vulcanizing process. Lapping will not be permifted.
B All dimensions are in inches except as noted.
Steel Back Asphalt * Epoxy grout %" ¢ treaded studs according to Article 584 of
reinforcement Face / surface the Standard Specifications. Space fo miss existing studs.
Ly 20, - 24" 1 / Existing Anchor Bolts to be cut Flush with Concrete.
Min. Min. Min. Min. \hg\]@?
X X " >
St L} Sealant

ANCHOR BLOCK

WITH ASPHALT SURFACE

Note

A _and

Nofe@

AT WALL

Threaded Anchor

] Studs with Washers

\
|
L

For skews- greater than 50°
/ Rawy.
Surf.

L1

Std. Anchor Bolfs
Cast in place

AT PARAPET AT SIDEWALK OR MEDIAN AT WALL
TYPICAL END TREATMENTS
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